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In one implementation, the high-speed controller 608 is
coupled to memory 604, display 616 (e.g., through a graph-
ics processor or accelerator), and to high-speed expansion
ports 610, which may accept various expansion cards (not
shown). In the implementation, low-speed controller 612 is
coupled to storage device 606 and low-speed expansion port
614. The low-speed expansion port, which may include
various communication ports (e.g., USB, Bluetooth, Ether-
net, wireless Ethernet) may be coupled to one or more
input/output devices, such as a keyboard, a pointing device,
a scanner, or a networking device such as a switch or router,
e.g., through a network adapter.

[0075] The computing device 600 may be implemented in
a number of different forms, as shown in the figure. For
example, it may be implemented as a standard server 620, or
multiple times in a group of such servers. It may also be
implemented as part of a rack server system 624. In addition,
it may be implemented in a personal computer such as a
laptop computer 622. Alternatively, components from com-
puting device 600 may be combined with other components
in a mobile device (not shown), such as device 650. Each of
such devices may contain one or more of computing device
600, 650, and an entire system may be made up of multiple
computing devices 600, 650 communicating with each
other.

[0076] Computing device 650 includes a processor 652,
memory 664, an input/output device such as a display 654,
a communication interface 666, and a transceiver 668,
among other components. The device 650 may also be
provided with a storage device, such as a microdrive or other
device, to provide additional storage. Each of the compo-
nents 650, 652, 664, 654, 666, and 668, are interconnected
using various buses, and several of the components may be
mounted on a common motherboard or in other manners as
appropriate.

[0077] The processor 652 can process instructions for
execution within the computing device 650, including
instructions stored in the memory 664. The processor may
also include separate analog and digital processors. The
processor may provide, for example, for coordination of the
other components of the device 650, such as control of user
interfaces, applications run by device 650, and wireless
communication by device 650.

[0078] Processor 652 may communicate with a user
through control interface 658 and display interface 656
coupled to a display 654. The display 654 may be, for
example, a TFT LCD display or an OLED display, or other
appropriate display technology. The display interface 656
may comprise appropriate circuitry for driving the display
654 to present graphical and other information to a user. The
control interface 658 may receive commands from a user
and convert them for submission to the processor 652. In
addition, an external interface 662 may be provide in com-
munication with processor 652, so as to enable near area
communication of device 650 with other devices. External
interface 662 may provide, for example, for wired commu-
nication (e.g., via a docking procedure) or for wireless
communication (e.g., via Bluetooth or other such technolo-
gies).

[0079] The memory 664 stores information within the
computing device 650. In one implementation, the memory
664 is a computer-readable medium. In one implementation,
the memory 664 is a volatile memory unit or units. In
another implementation, the memory 664 is a non-volatile
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memory unit or units. Expansion memory 674 may also be
provided and connected to device 650 through expansion
interface 672, which may include, for example, a SIMM
card interface. Such expansion memory 674 may provide
extra storage space for device 650, or may also store
applications or other information for device 650. Specifi-
cally, expansion memory 674 may include instructions to
carry out or supplement the processes described above, and
may include secure information also. Thus, for example,
expansion memory 674 may be provide as a security module
for device 650, and may be programmed with instructions
that permit secure use of device 650. In addition, secure
applications may be provided via the SIMM cards, along
with additional information, such as placing identifying
information on the SIMM card in a non-hackable manner.

[0080] The memory may include for example, flash
memory and/or MRAM memory, as discussed below. In one
implementation, a computer program product is tangibly
embodied in an information carrier. The computer program
product contains instructions that, when executed, perform
one or more methods, such as those described above. The
information carrier is a computer- or machine-readable
medium, such as the memory 664, expansion memory 674,
or memory on processor 652.

[0081] Device 650 may communicate wirelessly through
communication interface 666, which may include digital
signal processing circuitry where necessary. Communica-
tion interface 666 may provide for communications under
various modes or protocols, such as GSM voice calls, SMS,
EMS, or MMS messaging, CDMA, TDMA, PDC,
WCDMA, CDMA2000, or GPRS, among others. Such
communication may occur, for example, through radio-
frequency transceiver 668. In addition, short-range commu-
nication may occur, such as using a Bluetooth, WiF1i, or other
such transceiver (not shown). In addition, GPS receiver
module 670 may provide additional wireless data to device
650, which may be used as appropriate by applications
running on device 650.

[0082] Device 650 may also communication audibly using
audio codec 660, which may receive spoken information
from a user and convert it to usable digital information.
Audio codex 660 may likewise generate audible sound for a
user, such as through a speaker, e.g., in a handset of device
650. Such sound may include sound from voice telephone
calls, may include recorded sound (e.g., voice messages,
music files, etc.) and may also include sound generated by
applications operating on device 650.

[0083] The computing device 650 may be implemented in
a number of different forms, as shown in the figure. For
example, it may be implemented as a cellular telephone 680.
It may also be implemented as part of a smartphone 682,
personal digital assistant, or other similar mobile device.

[0084] Various implementations of the systems and tech-
niques described here can be realized in digital electronic
circuitry, integrated circuitry, specially designed ASICs (ap-
plication specific integrated circuits), computer hardware,
firmware, software, and/or combinations thereof. These
various implementations can include implementation in one
or more computer programs that are executable and/or
interpretable on a programmable system including at least
one programmable processor, which may be special or
general purpose, coupled to receive data and instructions



